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Microwavefilters&TVC has developed a WR430 cross-guide coupler with a 40dB 
coupling factor. Pressure inlet is available upon request. 
The frequency range is 2.0÷2.1 GHz. 
This coupler is characterized by its wide and flat frequency response, good VSWR, 
isolation and low loss. 
 
 

 
 
 
 
 

Main Electrical & Mechanical Characteristics 
 

Frequency Range: 2.0 ÷ 2.05 GHz 
VSWR: 1.1: 1 max. (Return Loss: ≥ 26.4 dB) 
Coupling Factor: 40 dB ± 0.5 dB (product code RW-CG02033-F40) 
Frequency Sensitivity: ± 1.0 dB max.  
Waveguide Type: W430 – R22  
Input/Output Ports: 3 x UDR22 Flanges 
Material: Copper Alloy 
Internal Finish: Silverplating 
External Finish: Painting RAL 9005 Black Enamel 
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Typical Frequency Responses 
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RMCO40.2025-2040.WR430I - 40dB Coupled Port - #1

S21 S12

Start: 2.0000 GHz Stop: 2.0650 GHz

Mkr  Trace  X-Axis  Value  Notes

1

1  S21  2.0250 GHz -39.18 dB

2

2  S21  2.0400 GHz -39.24 dB
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RMCO40.2025-2040.WR430I - Main Path - #2
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Start: 2.0000 GHz Stop: 2.0650 GHz


