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MW&TVC presents a new WR75 waveguide filter for outdoor use, which is 
composed of a BPF and a LPF to guarantee a rejection > 50 dB up to 40 GHz (3rd 
Harmonic). IL ≤ 0.4 dB in the passband (13.402 ÷ 14.062 GHz). 
  
 

 
 
 
 
 

Main Characteristics 
 

 

Part Number     RW-F13732-FFT 
Passband     13.402 ÷ 14.062 GHz 
Return Loss            ≥ 16 dB 
Insertion Loss     ≤ 0.4 dB 
Rejection from 15.225 GHz to 40.0 GHz  ≥ 50 dB 
Input Port     UBR120 Flange 
Output Port     PBR120 Flange 
Finishing     Black Epoxy Painting 
Dimensions                                                   38.1 x 38.1 x 135 mm 

Mechanical Outline 
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Typical Frequency Responses 
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Mkr  Trace  X-Axis  Value  Notes

1

1  S21  13.4020 GHz -0.32 dB

2

2  S21  14.0620 GHz -0.23 dB

3

3  S21  15.2250 GHz -50.94 dB

dB

 0

-10

-20

-30

-40

-50

-60

-70

-80

-90

-100

RMFI.13.4-14.6.W75w - S/N 000001

S21 S12

Start: 13.0000 GHz Stop: 41.0000 GHz


